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Application   CIMFREE
®

 VG-MF5350 is a medium to heavy-duty “Green” metalforming oil 
designed specifically for tight radius applications. 
 
Metals:  Use neat, as supplied, for stamping, drawing and forming processes on 
ferrous and non-ferrous metals.  

Features and  
Benefits 

  
 
 
CIMFREE

®

 VG-MF5350 contains no mineral oil, or EP additives (Cl, S or P). 
 
Environmentally Friendly “Green” - Utilizes vegetable-based technology - 
Made from renewable resources - Replaces mineral-based metalforming oils 
 
Excellent Lubricity  - Provides excellent lubrication for stamping, drawing and 
forming operations - Extends Tool Life - Superior Tool and Die Life 
 
 
Excellent Corrosion Control  – provides corrosion control on ferrous and non-
ferrous metals 
 
 
Operator Friendly  - Mild to skin 
 
 
Economical -  Suitable for a broad range of metals and operations 



 
   

  �
������� ® VG-MF5350 
 Vegetable-based Metalforming Oil 
 

Recommended  
Starting Dilutions 

  
FOR INDUSTRIAL USE ONLY 
Use CIMFREE® VG-MF5350 neat (as is) 

Add no other substances to the product unless approved by CIMCOOL® Technical Services. 

 
Typical Physical and 
Chemical Properties 

 

  
Physical State ..................................................................................................................... Liquid
Appearance and odor ........................................................................................ Hazy / Chemical
Colors available ..............................................................................................................  Undyed
Solubility in water ........................................................................................................... Insoluble
Weight, lb/gal, 60°F (15.6°C) ..................... ........................................................................... 7.80
Specific gravity, (H2O = 1) ................................................................................................. 0.9300
Viscosity (SUS) @ 100 F, Typical .......................................................................................... 350
Boiling point, °F (°C) ............................ ......................................................................... 212 (100)
Flash point, COC, °F (°C)  ........................ .............................................................. > 550 (> 288)
Fire point, COC, °F (°C) .......................... ................................................................ > 550 (> 288)
Freezing point (or pour point), °F (°C) ........... ..................................................................... 22 (-6)

     If frozen, thaw completely at room temperature. 

pH, concentrate ...................................................................................................................... NA
Total chlorine, wt%, calculated ............................................................................................. 0.00 
Total sulfur, wt%, calculated ................................................................................................. 0.00
Silicones .............................................................................................................................. None

Available in 55-gallon drums, and bulk containers. 
 
 
 
 
 
 
 
 

 
 

For additional information concerning CIMFREE VG-MF5350 refer to its OSHA MSDS or contact 
CIMCOOL Technical Services at 1-513-458-8199. For Reprints / Updates visit www.cimcool.com or 
contact your Milacron Representative. 
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CIMCOOL® Global Industrial Fluids / Milacron Marketing Company LLC. 

3000 Disney Street  Cincinnati, Ohio 45209  
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